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and Serena A. Corr*a
The application of Li7La3Zr2O12 as a Li
+ solid electrolyte is hampered by the lack of a reliable procedure to
obtain and densify the fast-ion conducting cubic garnet polymorph. Dense cubic Li7La3Zr2O12-type phases
are typically formed as a result of Al-incorporation in an unreliable reaction with the alumina crucible at
elevated temperatures of up to 1230 C. High Al3+-incorporation levels are also believed to hinder the
three-dimensional movement of Li+ in these materials. Here, a new, facile hybrid sol–gel solid-state
approach has been developed in order to accomplish reliable and controllable synthesis of these phases
with low Al-incorporation levels. In this procedure, sol–gel processed solid precursors of Li7La3Zr2O12
and Al2O3 nanosheets are simply mixed using a pestle and mortar and allowed to react at 1100 C for
3 h to produce dense cubic phases. Fast-ion conducting Al-doped Li7La3Zr2O12 phases with the lowest
reported Al3+-content (0.12 mol per formula unit), total conductivities of 3  104 S cm1, bulk
conductivities up to 0.6 mS and ion conduction activation energies as low as 0.27 eV, have been
successfully achieved. The ease of lithium diﬀusion in these materials is attributed to the formation of
dense cubic phases with low Al3+ dopant ratios. This approach is applicable to Li7xLa3Zr2xTaxO12
phases and opens up a new synthetic avenue to Li7La3Zr2O12-type materials with greater control over
resulting characteristics for energy storage applications.1. Introduction
Among the lithium stuﬀed garnets, Li7La3Zr2O12 (LLZO)-type
phases display the highest bulk and grain boundary Li+
conductivity at room temperature (>1  104 S cm1), as well as
excellent stability in contact with lithium metal and in aqueous
solutions.1,2 LLZO is therefore a promising ceramic component
for manufacturing Li+ solid electrolyte membranes, which are
expected to play a key role in next-generation lithium battery
technologies such as all-solid-state, lithium–sulfur and
lithium–air batteries. The ease of Li+ diﬀusion in lithium stuf-
fed garnets is attributed to the existence of three-dimensional
interconnected channels of partially occupied Li+ lattice sites,
which supports a cubic symmetry of the garnet structure.3,4 Fast-
ion conducting cubic LLZO-type phase was rst reported by
Murugan et al. by annealing stoichiometric mixtures of starting
materials in alumina crucibles at elevated temperatures, Glasgow G12 8QQ, UK. E-mail: serena.
y of Glasgow, Glasgow G12 8QQ, UK
Applied Chemistry, The University of
Cathedral Street, Glasgow, G1 1XL, UK
tion (ESI) available. See DOI:
hemistry 2017(>1200 C).1 Al3+ incorporation from the alumina crucible was
later found to be responsible for stabilization and densication
of the fast-ion conducting phase.5,6 Unlike heavy metal doping
(e.g. with Ta), this “light element” incorporation in LLZO was
accompanied by densication of the material. This study was
followed by numerous attempts to synthesize Al-doped LLZO
phases using more reliable and commercially desirable proce-
dures. The aim was to reduce reaction times, to eliminate
repeated homogenization steps such as ball milling, and to
avoid reactions with the crucible by reducing the reaction
temperature. Decreases in reaction temperatures are of partic-
ular interest if these materials are to nd industrial uptake, for
example in the future development of all solid-state batteries.
Attempts included syntheses by solid-state reactions using Al
additives6–8 or syntheses using solution-based methods with or
without Al additives.9–12 Other light elements, such as Ga, have
also been successfully investigated as stabilisers for the cubic
garnet phase.13 The successful preparation of fast-ion con-
ducting phases, however, oen requires the use of elevated
temperatures ($1200 C) and, in several cases, the use of
alumina crucibles which provide a source of additional dopant.
Al-Doped phases produced at lower calcination temperatures
(700–1100 C) typically lack phase purity and/or suﬃcient Li+
conductivity,14,15 and oen require elaborate densication
procedures.11,16,17 The diﬃculty in developing an alternativeJ. Mater. Chem. A, 2017, 5, 319–329 | 319
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View Article Onlineapproach to produce fast-ion conducting Al-doped LLZO
phases arises from the fact that the formation and the
densication of the material are correlated. The desired cubic
polymorph is likely formed during the densication process
where Al plays the key role in this process. Al3+ incorporates
in the garnet lattice creating vacancies and thereby stabi-
lizing the cubic phase.5,6 In the presence of excess lithium
and at suﬃcient sintering temperatures, Al-incorporation
also helps to densify the material and thereby preserves the
structural integrity by suppressing lithium depletion from
the compound.
Much eﬀort has been undertaken to determine the site
preference of Al3+, and similar dopants such as Ga3+, in the
cubic LLZO.5,6,18–25,27 Al magic angle spinning (MAS) nuclear
magnetic resonance (NMR) spectra of Al-doped LLZO showed
two characteristic resonances at ca. 66 ppm and ca. 80 ppm. The
resonance near 66 ppm is consistently assigned to Al3+ located
at the 24d sites in cubic LLZO,5,6,18–21 while the resonance at
approximately 80 ppm has been assigned to the 96h position
according to density functional theory (DFT) studies.20,21 DFT
calculations, however, also indicate that the 24d site is ener-
getically favorable for Al3+ over the 96h position;22 moreover,
they give evidence that Al3+ could occupy the octahedral 48g
sites.20 Neutron powder diﬀraction (NPD) studies, on the other
hand, have located Al3+ at the 24d sites6,13,14,23 or, in one report,
at the 48g sites.24 The site preference of Al3+ is expected to have
a signicant inuence on the transport properties of LLZO since
the 24d sites joint the loops of the Li+ pathways in LLZO.22,23 The
site preference of Al3+ in the 24d sites would therefore hinder
the three-dimensional movement of Li+.22,23 Hence, in addition
to the need for an alternative synthesis of Al-doped LLZO, the
preparation of lightly-doped phases, which preserve the
required sinterability, is also favoured. Here, we aimed to
accomplish a low-temperature densication of Al-doped LLZO
in order to achieve both reliable synthesis and low Al3+-incor-
poration levels.
2. Experimental section
2.1 Synthesis
Sol–gel synthesis of LLZO. Lithium acetate (99.95%, Aldrich),
lanthanum oxide ($99.9%, Aldrich) and zirconium oxynitrate
hydrate (99%, Aldrich) were used as starting materials. The
formula weight of zirconium oxynitrate was determined ther-
mogravimetrically, and lanthanum oxide was dried at 900 C for
12 h prior to use. Stoichiometric amounts of the starting
materials according to Li/La/Zr molar ratio of 7.7 : 3 : 2.1 were
dissolved in amixture of acetic acid/water (80 : 20, volume ratio)
at 80 C (solution A). Equal volume of ammonium hydroxide
solution (28.0–30.0% NH3, Aldrich) is used to dissolve an
equivalent amount of EDTA (metal ions to EDTA molar ratio is
1 : 1.5) (solution B). Solution B is carefully added to solution A,
and the mixture was evaporated at 120 C without further
adjustment of the pH. The brown gel obtained is then burnt out
at 550–600 C, until a white solid precursor is obtained. This
white precursor is pre-calcined at 900 C for 1 h, to initiate the
formation of the garnet phase.320 | J. Mater. Chem. A, 2017, 5, 319–329Sol–gel synthesis of amorphous aluminium oxide. An
appropriate amount of aluminium acetylacetonate (99%,
Aldrich) was dissolved in acetic acid/water mixture according to
the previous sol–gel procedure. The obtained white solid
precursor in this case was preheated at 750 C for 2 h.
Formation of the Al-doped LLZO. Stoichiometric amounts of
the LLZO solid precursor and the aluminium oxide precursor
were mixed using a pestle and mortar in order to produce LLZO
phases doped with 2 wt% Al. Typically, 1 g of the LLZO solid
precursor is mixed with 0.04 g of the aluminium oxide
precursor. This mixture was pressed uniaxially to form pellets,
which are placed into a thick platinum sheet and heated to 1000
or 1100 C for 3 h using a microwave hybrid furnace (CEM
Phoenix). To minimize the contact between the platinum sheet
and the LLZO pellet, the pellet was placed on top of another thin
pellet of the same composition. The surface of the pellet was not
covered with the mother powder. The produced pellets were
either used as-prepared (or aer polishing) for impedance
measurements or crushed for other analyses. Freshly prepared
pellets were used in all analyses; otherwise, pellets were stored
in a glovebox under argon to avoid any possible Li+/H+
exchange.
Conventional sol–gel synthesis of Al-doped LLZO. The
starting materials including aluminium acetylacetonate were
dissolved in acetic acid/water mixture per the previous sol–gel
procedure. Aer drying the gel and obtaining the white solid
precursor, the powder was pressed into pellets and calcined at
1100 C, for 3 h using a microwave hybrid furnace.2.2 Characterization methods
X-ray diﬀraction (XRD) studies were performed using a PAN-
alytical X'Pert PRO diﬀractometer in reection mode using Cu-
Ka radiation. Neutron powder diﬀraction (NPD) data were
collected using the Polaris instrument at the ISIS facility,
Rutherford Appleton Laboratory, UK. A multi-histogram Riet-
veld t to Polaris detector banks 4 and 5 was done using the
GSAS and EXPGUI suite of programmes.26 Induced coupled
plasma-mass spectroscopy (ICP-MS) analysis was performed
using an Agilent 7700 ICP-MS instrument. Scanning electron
microscopy (SEM) studies were performed using Carl Zeiss
Sigma variable pressure analytical electron microscope. In
addition to secondary electron detectors, the machine is
equipped with an angle selective backscattered electron
detector (AsB), to obtain a materials contrast image. Trans-
mission electron microscopy (TEM) was performed on a JEOL
ARM 200cFmicroscope equipped with a cold eld emission gun
and operated at 200 kV. Electron energy-loss spectroscopy
(EELS) spectra were taken with a Gatan 965 Quantum ER
spectrometer and the energy-dispersive X-ray spectroscopy
(EDS) data were taken with a Bruker XFlash (60 mm2) EDS
detector. Gas sorption measurements were performed using
a Quantachrome Quadrasorb Evo gas sorption analyser using
nitrogen as the adsorbate gas.
AC impedance measurements were recorded using a Solar-
tron 1260 impedance analyzer in the frequency range of 3 MHz
to 1 Hz (an electrical perturbation of 50 mV) using goldThis journal is © The Royal Society of Chemistry 2017
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View Article Onlineelectrodes. Gold electrodes were gas-phase deposited on the
circular sides of the pellets by thermal evaporation and plat-
inum wires were used to collect the current. Variable tempera-
ture conductivity measurements were carried out in the
temperature range 25–120 C. Prior to each impedance
measurement, the samples were equilibrated for 30 min at
constant temperature.
3. Results and discussion
We have studied the stabilization and densication of fast-ion
conducting LLZO phases in the presence of amorphous
alumina nanosheets (developed in this study for this purpose)
in the temperature range of 1000 to 1100 C. Fig. 1 shows
a schematic representation of typical LLZO-densication by
interaction with the alumina crucible at elevated temperatures,
together with our proposed lower temperature approach. The
conditions depicted in Fig. 1b which avoid prolonged calcina-
tion at elevated temperatures are commercially desirable and
favour interfacial reactions between LLZO and the Al-precursor.
We found that if the garnet phase (depicted in green in Fig. 1)
contains an excess of Li and Zr, a mixture of LiAlO2/Li2ZrO3 is
formed in situ which helps to stabilize and densify the cubic
phase at relatively low calcination temperatures. A schematic
representation of the hybrid sol–gel solid-state synthesis
employed, along with the conventional sol–gel synthesis, is
displayed in Fig. 2.
The synthesized Al2O3 solid precursor has been character-
ized by XRD, SEM, TEM and selected area electron diﬀraction
(SAED) techniques (Fig. 3). The XRD pattern of the material
(Fig. 3a) shows undened broad peaks, suggesting that
the material is amorphous. SEM images (Fig. 3b) reveal
a morphology composed of non-uniform nanosheets, approxi-
mately 50 to 100 nm thick and several tens of micrometres wide.
Themicrostructure and crystallinity of the material were further
examined by TEM and SAED. TEM indicates that the thickness
of the sheets varies signicantly between particles, while eachFig. 1 A schematic representation of stabilization and densiﬁcation of fa
1230 C, and (b) our proposed interaction with nanostructured alumina
This journal is © The Royal Society of Chemistry 2017particle has a uniform thickness. From scanning transmission
electron microscopy and electron energy-loss spectroscopy
(STEM-EELS) measurements on several particles, and using
typical values for the density of the Al2O3, the material thickness
is in the range of 40 to 140 nm. Fig. 3c shows low magnication
TEM, high resolution TEM (HRTEM), and SAED images of the
same area of one particle. The HRTEM image shows that the
material is highly disordered with a degree of polycrystallinity
indicated by the diﬀuse diﬀraction rings in the SAED pattern.
The rings identied in the diﬀraction pattern are consistent
with a lower oxygen content cubic alumina phase (Al2O3x),27
possibly induced by the electron beam. Finally, the specic
surface area of the material is determined from nitrogen
adsorption using the Brunauer–Emmett–Teller (BET) method.
The material showed a relatively large specic surface area of
59.4 m2 g1.
The LLZO precursor (initially containing 10 mol% excess of
Li and 5 mol% excess of Zr) was mixed with stoichiometric
amounts of the Al2O3 precursor in order to achieve Li7La3Zr2-
O12 phases containing 2 wt% Al (0.6 mol per formula unit).
The mixtures were calcined at either 1000 C or 1100 C for 3 h.
ICP-MS analysis of one sample aer calcination at 1100 C
reveals an Al content of 1.95(1) wt% which indicates that the Al
content is accurately controlled by the experimental procedure.
Fig. 4 shows the XRD patterns of the calcined materials. The
cubic LLZO phase is clearly stabilized at the two calcination
temperatures (1000 C and 1100 C). Fig. 4 also reveals the
formation of minor secondary phases of LiAlO2 and Li2ZrO3.
The formation of these phases is consistent with using an
excess of Li, Al and Zr during the synthesis process. These
excesses were selected carefully to optimize the purity and
crystallinity of the cubic LLZO phase, as revealed by XRD
analyses. Using lower concentrations of Al or Zr led to the
disappearance of the impurity phases, but, undesirably,
resulted in signicant peak broadening and splitting in the
XRD patterns suggesting inadequate stabilization of the cubic
phase (Fig. S1–S3†).st-ion conducting LLZO by (a) interaction with the alumina crucible at
at 1100 C.
J. Mater. Chem. A, 2017, 5, 319–329 | 321
Fig. 2 A schematic representation of (a) a conventional sol–gel procedure, and (b) our proposed hybrid sol–gel solid-state procedure for
obtaining fast-ion conducting garnet phases.
Fig. 3 XRPD pattern (a), SEM image (b), and HRTEM/SAED analysis (c) of the Al2O3 solid precursor.
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View Article OnlineA room temperature NPD pattern was collected for the
sample calcined at 1100 C and a Rietveld structure renement
was performed using the GSAS suite of programs. The
secondary phases LiAlO2 and Li2ZrO3 were detected in the
neutron diﬀraction pattern; no La-containing impurities (e.g.
LaAlO3) were detected. The impurity phases were introduced in
the structure renement. The rened unit cell parameter a is
12.9713(2) A˚, in good agreement with the LLZO phase made by
conventional solid-state reaction at 1230 C (a ¼ 12.9682(6) A˚).1
The renement was performed with the garnet framework
atoms La, Zr, and O located at 24c, 16a and 96h sites, respec-
tively, and lithium located at the 24d and 96h sites. The Al
content was xed6,15,23 to the value revealed from EDS analysis
(0.12 mol per formula unit; see below) and placed into the
tetrahedral 24d sites.6,13,15,23 Attempts to distribute Al between322 | J. Mater. Chem. A, 2017, 5, 319–329the 24d and 96h sites in accordance with NMR studies20,21 were
unsuccessful, yielding negative occupation of the 96h sites. A
signicant improvement of the renement was observed by
rening the occupancy of the Zr-site, leading to a slight Zr
deciency in the compound. The lithium content was nally
constrained to a value which agrees with charge neutrality. The
renement revealed a LiAlO2 secondary phase with a weight
fraction corresponding to 0.48(8) mol per formula unit. The
sum of the Al content in the material is therefore 0.6 mol per
formula unit, in good agreement with the experimental proce-
dure. The renement hence conrms the EDS results and
suggests the incorporation of0.12 mol Al (per formula unit) in
the garnet lattice. The rened phase fraction of Li2ZrO3 reveals
the existence of 0.20(9) mol Li2ZrO3 per formula unit. This is
consistent with using 5 mol% excess of Zr and the release ofThis journal is © The Royal Society of Chemistry 2017
Fig. 4 XRPD patterns for LLZO (2 wt% Al) synthesized by hybrid sol–gel solid-state approach and calcined at 1000 and 1100 C. The top markers
(red) are for LiAlO2 and the bottom markers (blue) are for Li2ZrO3.
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View Article Onlinemore Zr on sintering due to the formation of vacancies in the Zr
sites. The latter eﬀect is indeed observed by XRD (Fig. 4 and S4†)
where the intensities of the Li2ZrO3 diﬀraction peaks increase
when a calcination temperature of 1100 C is employed. The
intensities of the LiAlO2 diﬀraction peaks are decreased when
the calcination temperature is increased (Fig. S4†), most likely
due to the insertion of Al3+ in the lattice. Du¨vel et al. suggested
that Zr4+ can be replaced by Al3+ in heavily doped LLZO pha-
ses.18Our study gives evidence, however, for a low concentration
of vacancies, but not for the existence of Al3+ in the Zr sites. The
tted NPD patterns are shown in Fig. 5 and the rened struc-
tural parameters are summarized in Table 1.
In addition to preserving the desired cubic phase, the pellets
synthesized at 1100 C were more eﬀectively densied than
those calcined at 1000 C. A single calcination step for 3 h at
1100 C was therefore suﬃcient to produce dense cubic LLZO
phases. The microstructure of the pellets was examined by SEM
and EDS. SEM examination of the surface of the pellets using an
angle selective backscattered (AsB) electron detector indicated
the formation of a secondary glassy phase on the surface
(Fig. S5†). This phase is more prominent in the pellet calcined
at 1100 C. To examine this surface layer, a longitudinal section
of the pellet sintered at 1100 C was examined by SEM and EDS
(Fig. 6).
The SEM image and EDS elemental map in Fig. 6a and
b clearly distinguish between an Al-rich phase (dark grey or red)This journal is © The Royal Society of Chemistry 2017and the LLZO phase (light grey or green). This Al-rich phase
accumulates at the surface, with a concentration gradient near
the surface. It was possible to remove this surface layer by
polishing the surface of the pellet with ne sand paper. Fig. 6c
shows the EDS map collected from the surface aer polishing,
which indicates that the surface layer is eﬀectively removed.
This polished surface also shows an appreciable existence of the
Al-rich phase between the LLZO grains. Examination of the bulk
of the pellet, however, indicates limited and homogenous
existence of the Al-rich phase. SEM images and EDS elemental
maps of the bulk of the pellet are shown in Fig. 6d–f. Since
XRPD and NPD analyses suggest the formation of LiAlO2 and
Li2ZrO3 as secondary crystalline phases in our material, this Al-
rich phase is clearly LiAlO2. The Li2ZrO3 phase could indeed be
identied as small particles in intimate contact with the LLZO
particles (see the arrow in Fig. 6f and S6†). These results are
conrmed by XRD analysis of the pellet surface before and aer
polishing (Fig. 7a).
The XRD pattern collected from the pellet surface before
polishing clearly shows intense LiAlO2 diﬀraction peaks, which
almost disappear aer polishing. The Li2ZrO3 diﬀraction peaks
have also been reduced in intensity aer polishing the surface.
Traces of LaAlO3 were also observed on the surface; however,
these traces did not appear in the XRPD pattern of the material
and completely disappear aer polishing, which indicate that
these traces are formed as a result of a slight decomposition ofJ. Mater. Chem. A, 2017, 5, 319–329 | 323
Fig. 5 Rietveld ﬁts to Polaris neutron diﬀraction data for LLZO (2 wt% Al) calcined at 1100 C. The top markers (black) are for LLZO; the middle
markers (red) are for Li2ZrO3; the bottom markers (blue) are for LiAlO2.
Table 1 Reﬁned structural parameters for LLZO (2 wt% Al) calcined at
1100 C, from Rietveld ﬁts against Polaris neutron powder diﬀraction
dataa
Atom Site Occupation x y z Uiso (A˚
2)
Li1 24d 0.444(24) 0.375 0 0.25 0.019(4)
Al 24d 0.04 0.375 0 0.25 0.019(4)
Li2 96h 0.459(6) 0.6905(8) 0.5807(7) 0.0984(7) 0.024(2)
La 24c 1 0.125 0 0.25 0.0075(2)
Zr 16a 0.982(8) 0 0 0 0.0067(4)
O 96h 1 0.28169(9) 0.10003(9) 0.19522(9) 0.0113(3)
a Space group Ia3d, a ¼ 12.9713(2) A˚; nal t statistics: c2 ¼ 1.52; bank
5: wRp ¼ 0.0181, Rp ¼ 0.0289; bank 4: wRp ¼ 0.0162, Rp ¼ 0.0262. The
sample contains LiAlO2 (3.5(3) wt%) and Li2ZrO3 (3.4(3) wt%)
secondary phases.
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View Article Onlinethe LLZO phase in the presence of an Al-rich environment at the
surface. TEM-EDS analysis of the LLZO particles (Fig. 7b) indi-
cated that the Al-content in the garnet is 0.12(1) mol per formula
unit, which is consistent with the renement results of the NPD
data.
The Li+ transport properties of the synthesized materials
were studied by impedance spectroscopy using gold blocking
electrodes in the temperature range of 25 to 120 C. Spectra
were recorded from the pellets calcined at 1000 and 1100 C in324 | J. Mater. Chem. A, 2017, 5, 319–329order to understand the impedance of this system. Fig. 8a
displays a typical Nyquist impedance plot for the pellet calcined
at 1000 C. The plot is characterized by an incomplete high-
frequency semicircle, intermediate-frequency semicircle and
a low-frequency spike. The impedance data were successfully
tted using a conventional equivalent circuit that employs
a constant phase element (CPE) in parallel to a resistance
element (R) to represent a semicircle ([RQ]), and a constant
phase element (CPE) to represent the low frequency spike ([Q])
(Fig. 8a).1,6,28 The capacitance (C) calculated from the t
parameter (Q) and n (C ¼ (R1nQ)1/n) of the high-frequency and
intermediate-frequency semicircles are 6  1011 and 1 
108 F, respectively. The latter value for the intermediate-
frequency semicircle is too high to account for conventional
grain-boundary contributions in this system and, indeed, is
characteristic of a surface layer eﬀect.29,30 Recalling the surface
microstructure of this material (Fig. S4†), the surface is partially
covered with LiAlO2. The high-frequency semicircle suggests
a resistance of 2600 U, has an intercept with the high-
frequency side of the real Z axis at 1150 U, and has a rened
capacitance (6  1011 F) which lies in the range of grain-
boundary contributions.29 This semicircle can be therefore
assigned to the “LLZO” grain-boundary contribution. These
results suggest a bulk resistance of about one-half of the grain-
boundary resistance, which is consistent with the comparatively
lower sinterability of the material. This interpretation isThis journal is © The Royal Society of Chemistry 2017
Fig. 6 (a) SEM image of a longitudinal section of the as-prepared LLZO pellet, collected using AsB detector. (b) EDS elemental map of
a longitudinal section of the pellet showing the distribution of Zr/La (green) and Al (red). (c) EDS elemental map of the surface of the pellet after
polishing (Zr/La (green); Al (red)). (d) and (e) SEM images of the bulk of the pellet collected using AsB detector. (f) EDS elemental map of the bulk of
the pellet showing Al distribution (red), the arrow points to a Li2ZrO3 particle.
Paper Journal of Materials Chemistry A
O
pe
n 
A
cc
es
s A
rti
cl
e.
 P
ub
lis
he
d 
on
 2
1 
N
ov
em
be
r 2
01
6.
 D
ow
nl
oa
de
d 
on
 2
0/
02
/2
01
7 
10
:5
3:
13
. 
 
Th
is 
ar
tic
le
 is
 li
ce
ns
ed
 u
nd
er
 a
 C
re
at
iv
e 
Co
m
m
on
s A
ttr
ib
ut
io
n 
3.
0 
U
np
or
te
d 
Li
ce
nc
e.
View Article Onlinesupported by the behaviour of the impedance at higher
temperatures (Fig. S7†). As the temperature is increased from
room temperature to 120 C, the high-frequency semicircle
disappears while the intermediate-frequency semicircle
persists. The former behaviour is consistent with grain-
boundary (and bulk) impedance contributions in this type of
material,28 while the latter behaviour is expected for a surface
layer. Now we consider the impedance of the pellets calcined at
1100 C, where the material is well-densied and the eﬀect of
the surface layer is expected to be more pronounced. Here, we
examine both the as-synthesized and polished pellets in order
to carefully study the eﬀect of the Al-rich surface layer on the
impedance.
Fig. 8b shows typical Nyquist impedance plots for a pellet
before and aer polishing. A strong increase of the impedance
toward low frequencies is clearly observed for the as-synthe-
sized pellet. The plots, particularly that of the unpolished pellet,
are characterized by a poorly-resolved feature in the low
frequency range consisting of a broad semicircle and a spike
(Fig. 9). In the high-frequency region, the two plots display an
incomplete semicircle. Additionally, the impedance of the pol-
ished pellet shows an intermediate frequency semicircle
(Fig. 9a). Attempts to t these data using conventional [RQ] and
[Q] equivalent circuit elements were unsuccessful. The spectra
were, however, tted using the equivalent circuits R[RQ][Q[RQ]]
(unpolished pellet) or R[RQ][RQ][Q[RQ]] (polished pellet) which
imply more complex nature of the electrode/surface contribu-
tions. Interpretation of the latter contributions is complex,
owing to the multiple phases present at the surface, and is
beyond the scope of this work.This journal is © The Royal Society of Chemistry 2017The impedance plot of the polished pellet is hence similar to
the impedance plot observed for the unpolished pellet calcined
at 1000 C. Recalling the microstructure of the polished pellet
(Fig. 6c and f) we observe that, although the surface layer is
eﬀectively removed, the surface still displays small domains of
the Al-rich phase and the bulk has thin lms between the
grains. This morphology is indeed similar to that of the pellet
calcined at 1000 C, and hence the two samples show similar
impedance behaviour. The intermediate frequency semicircle is
therefore assigned to surface (interfacial) eﬀects and the high-
frequency semicircle is attributed to the “LLZO” grain-boundary
contribution. The rened capacitance of the intermediate-
frequency semicircle is 3  108 F which is consistent with
a surface layer contribution.29,30 On the other hand, the surface
of the unpolished pellet is covered with a thick layer of LiAlO2
(see Fig. 6a); this magnies the contribution of the interfacial
eﬀects to the impedance, producing the complex feature
observed at intermediate and low frequencies in Fig. 9b. In the
high-frequency range, the observed semicircle (C  6  1011
F), which nearly coincides with that observed for the polished
pellet (taking in account the diﬀerence in the pellet dimensions
aer polishing), is attributed to the “LLZO” grain-boundary
resistance. The presence of two diﬀerent grain-boundary eﬀects,
due to the LLZO grains and the interfacial LiAlO2 phase, in
these materials is supported by SEM and EDS results.
The plots in Fig. 9 suggest approximately equal bulk and
grain-boundary resistances, which is consistent with improving
the densication of the material by increasing the calcination
temperature. Our results suggest a room temperature (25 C)
total conductivity of 3  104 S cm1, and bulk conductivitiesJ. Mater. Chem. A, 2017, 5, 319–329 | 325
Fig. 7 (a) XRPD patterns collected from the surface of the LLZO pellet before and after polishing. The top markers (black) are for LiAlO2; the
middlemarkers (red) are for Li2ZrO3; the bottommarkers (blue) are for LaAlO3. (b) TEM-EDS analysis of the LLZO particles; the presented EDS plot
is the sum over 6 diﬀerent particles.
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View Article Onlineup to 0.6 mS. If the interfacial resistance of the pellet is
considered, the material still shows a total conductivity of over
1  104 S cm1, which is suﬃcient for use as a Li+ solid-elec-
trolyte. This is an important achievement considering the
advantageous synthesis of the material via a 3 h calcination step
at 1100 C.
Impedance spectra were recorded in the temperature range
25–120 C in order to determine the activation energy for the Li+
transport in these garnets (Fig. S8 and S9†). Similar to the
sample calcined at 1000 C, as the temperature is increased the
high-frequency semicircles representing LLZO grain-boundary
contributions have disappeared, while the intermediate-
frequency semicircle, representing interfacial eﬀects, persisted.
The variable temperature studies revealed activation energies of
0.271(5) and 0.285(9) eV for the as-synthesized and polished
pellets, respectively. These relatively low activation energies,
compared to the reported values for the same material (0.32–
0.40 eV),1,6,11,16,17 suggest a facile Li+ transport in these materials.326 | J. Mater. Chem. A, 2017, 5, 319–329We attribute this to the excellent sinterability of the material
and the stabilization of the cubic LLZO phase with a low Al3+
content.
In order to evaluate our hybrid sol–gel solid-state approach,
we have prepared LLZO doped with 2 wt% Al by a conventional
sol–gel procedure described in Fig. 2a. The material was char-
acterized by XRD, SEM and impedance spectroscopy. The XRD
pattern of the material calcined at 1100 C (Fig. 10a) reveals the
formation of cubic LLZO and minor impurity phases of LaAlO3,
LiAlO2 and Li2ZrO3. However, in this case the LaAlO3 impurity
predominates over LiAlO2, indicating a partial decomposition
of the garnet phase. SEM images collected from the pellet (e.g.
Fig. 10b) indicate that the material is not suﬃciently sintered.
An Al-rich phase also appears between the grains, however, it
lacks the spatial distribution observed in Fig. 6a. A typical
Nyquist impedance plot collected from this material at room
temperature is shown in Fig. 10c and indicates a total conduc-
tivity of 1.5  105 S cm1. These results are consistent withThis journal is © The Royal Society of Chemistry 2017
Fig. 8 (a) A typical impedance plot of LLZO (2 wt% Al) calcined at 1000
C using gold electrodes at room temperature; data were ﬁtted using
the presented equivalent circuit R[RQ][RQ][Q]. (b) Typical impedance
plots of LLZO (2 wt% Al) calcined at 1100 C before and after polishing
(at room temperature).
Fig. 9 (a) Typical impedance plot of the polished pellet ﬁtted using the
equivalent circuit R[RQ][RQ][Q[RQ]]. (b) Typical impedance plot of the
unpolished pellet ﬁtted using the equivalent circuit R[RQ][Q[RQ]].
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View Article Onlineprevious studies in which Al-doped LLZO is prepared and
densied by conventional sol–gel approaches at temperatures
below 1200 C.14
Hence, the newly developed hybrid sol–gel solid-state
procedure aﬀords fast-ion conducting LLZO phases, with
enhanced sinterability of the cubic LLZO phase compared to
conventional sol–gel synthesis, as well as a reliable synthesis at
reduced calcination times and temperatures compared to
conventional solid-state reactions. Conventional sol–gel
syntheses have so far proved unsuccessful to produce fast ion
conducting (s > 1  104 S cm1) Al-doped LLZO phases at
calcination temperatures below 1200 C. Our study indicates
that using excess Al in a conventional sol–gel synthesis also fails
to densify the material and leads to the formation of an
appreciable LaAlO3 impurity during the calcination step. In the
present study, we have used a simple sol–gel procedure to make
solid precursors of LLZO and Al2O3 nanosheets which then
react at milder, more industrially applicable, conditions (3 h at
1100 C) to produce fast ion conducting ceramics. This proce-
dure supports (1) homogenous mixing of LLZO components, (2)
initiation of the garnet phase formation via preheating steps,This journal is © The Royal Society of Chemistry 2017and (3) suitable mixing of LLZO and Al precursors that allows
appreciable Al3+-incorporation in the lattice and also promotes
the interfacial reaction with excess lithium to form LiAlO2 with
no appreciable formation of LaAlO3 impurities. The large
surface area and amorphous nature of the Al precursor we
employ clearly supports the latter function. In the presence of
excess Zr, in the form of Li2ZrO3, and LiAlO2, we observe
stabilization and increased densication of cubic LLZO. This
suggests the LiAlO2 may be functioning as a sintering aid. The
role of Li2ZrO3 is currently unclear, however, using an excess of
Zr was essential to stabilize the cubic LLZO phase. LiAlO2
accumulates at the surface forming a surface layer that helps to
reduce the Li+ loss during the calcination step, thereby
preserving the structure integrity. This procedure interestingly
yields phases that are lightly doped with Al3+ and slightly de-
cient in Zr. Our study indicates that the obtained LLZO phases
contain 0.12 mol Al per formula unit. This content is signi-
cantly lower than that used to stabilize the cubic garnet phase
either by solid-state or sol–gel syntheses. Typically, $0.2 mol Al
are used tomake the Al-doped garnets at 1230 C, andmore Al is
oen observed in the materials due to reaction with the
crucible.6,9,11,14,15 The low content of the Al3+-dopant in our
material is clearly related to the synthetic strategy we employ,
which avoids prolonged calcination at elevated temperatureJ. Mater. Chem. A, 2017, 5, 319–329 | 327
Fig. 10 (a) XRPD pattern for LLZO (2 wt% Al) synthesized by a conventional sol–gel procedure and calcined at 1100 C; the markers are for
LaAlO3. (b) SEM image of the produced pellet. (c) A typical impedance plot for the material using gold electrodes at room temperature.
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View Article Onlineand also avoids intimate mixing of the LLZO and Al precursors
(e.g. by ball milling).
It is widely accepted from theoretical and experimental
points of view that the residence of Al in the 24d sites physically
blocks the Li+ pathways in the garnet lattice.22,23 Hence,
reducing the Al3+ content while preserving the cubic symmetry
and sample sinterability is an advantage. Shin et al. provided
theoretical and experimental evidence that reducing Al3+-
content in the 24d sites facilitates the lithium ion diﬀusion in
the material.22 This was reected in the activation energy
observed for the lithium ion transport in the material. A drop in
the activation energy from 0.36 to 0.29 eV was observed when
Al3+ is displaced from the 24d to the 96h sites due to Ta5+
incorporation (Li73xyAlxLa3Zr2yTayO12). These ndings are
consistent with our results. The reduced Al3+ content in our
material reduces the Al3+ occupying the lithium sites (including
the 24d sites) to approximately one-half of the typical value,
which is reected in the activation energy observed for Li+
conduction. The average activation energy observed in our
materials is 0.28 eV, which is signicantly lower than that
observed for Al-rich phases previously reported.1,6,11,16,17 In
addition to the favoured Li+ transport properties of the
synthesized garnets, this developed synthetic procedure clearly
realizes the formation of fast-ion conducting LLZO phases at
relatively mild and highly controllable conditions. This proce-
dure is suitable for large scale syntheses and is exible in terms
of using diﬀerent starting materials and even diﬀerent proce-
dures to homogenize the parent LLZO solid precursor; the328 | J. Mater. Chem. A, 2017, 5, 319–329developed synthesis of Al2O3 nanosheets is also simple and
cost-eﬀective. Our preliminary studies, in addition, suggest that
this procedure is also an eﬀective procedure to densify Li7x-
La3Zr2xTaxO12 phases which are important Li
+ solid electrolyte
candidates and lack proper and reliable densication proce-
dure.31–33 Addition of 1 wt% Al (as Al2O3 nanosheets) to sol–gel
processed Li6.4La3Zr1.4Ta0.6O12 has signicantly improved the
sinterability and Li+ conductivity of the material at relatively low
calcination temperature (Fig. S10 and S11†). These studies are
in progress in order to optimize phase purity, sinterability and
ionic conductivity of diﬀerent Li7xLa3Zr2xTaxO12 phases.
4. Conclusion
In summary, a simple hybrid sol–gel solid-state procedure has
been developed to produce fast-ion conducting Al-doped LLZO
phases via a single calcination step at 1100 C for 3 h. This
procedure greatly reduces the unreliability in accessing these
garnets, which has been a matter of great concern in the solid
state and energy materials communities. The cubic garnet
phase is stabilized by incorporation of approximately 0.12 mol
of Al per formula unit and the material is densied by the aid of
LiAlO2 formed in situ during the calcination step. LiAlO2 forms
a surface layer that helps to reduce lithium evaporation and
preserves the structure during the high-temperature calcina-
tion. Excess Zr in the form of Li2ZrO3 is found to be essential to
stabilize the cubic garnet phase. A slight Zr deciency is also
observed in these compounds. The materials show high totalThis journal is © The Royal Society of Chemistry 2017
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View Article Onlineand bulk conductivities and noticeable low ion-conduction
activation energies. We attribute the ease of Li+ diﬀusion in
these materials to the low Al3+-content that reduces hindrance
to Li+ three-dimensional movement in the lattice.
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